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EQUIP YOUR 
WORKSHOP WITH 



The aim of this catalogue is to act as a practical guide in the 
selection of the most suitable Woden tools for the home 
workshop. 

“A workman is as good as his tools,” may not necessarily be 
true but there can be no doubt that good tools will always 
produce finer results. 

The Woden range of tools falls into the field of basic workshop 
equipment. They expect a long and arduous life and are there¬ 
fore quality built to give lasting service and satisfaction. 


Good Work’s the Rule . . . 

. . . with a Woden Tool 






































WOODWORKERS 9 VICES 


Woden Woodworkers’ Vices are 
immensely strong and made to 
withstand the most arduous 
working conditions. The choice 
of the most suitable pattern 
should be governed by the maxi¬ 
mum jaw opening required to 
take the width of timber your 
average job will use. 



JAW WIDTH — 6' 
OPENING ... _ 4 ¥ 

PRICE 317- 


CHROMIUM PLATED 
FITTINGS 

These three vices are 
beautifully finished in ham¬ 
mered blue stove enamel. 
The screws, guide rods and 
handles are chromium 
plated to give that extra 
touch of smartness in your 
workshop and to prevent 
tarnish from rust. 



JAW WIDTH __ 6' 
OPENING .... _ 4*' 

PRICE 25/9 


The No. 194 is an excellent choice 
for the average householder or 
beginner and where a bench is not 
available the No. 194A is a useful 
alternative since it can be clamped 
to a table top up to 2£" thick. 

The No. 192, which will grip 
timber up to 6" thick is offered to 
provide the amateur craftsman 
with a “professional” vice at a 
relatively low price. The No. 192 
has the added advantage of a 
detachable unbreakable nut. 
When the nut is worn it can be 
easily replaced. 


WOODEN CHEEKS 

To prevent marking your work, 
wooden cheeks should be fitted 
to the jaw faces. Make these from 
|" clean-grained hardwood and 
mount them with No. 10 wood- 
screws, entered from the outside 
through the counter-sunk holes. 
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THE WODEN TECHNICAL 
WOODWORKER’S VICE NO. AllO 



Patent No. 800885 


This is the tool for the enthusiast who is determined to spoil himself. 

Its maximum jaw opening is 8" and allowing for the fitting of wooden cheeks 
it will grip 7" timber. 

It is fitted with a patent automatic quick release mechanism housed in the front 
plate. Turn the vice handle anti-clockwise to 12 o’clock and the quick release 
comes into immediate action, enabling the jaws to open or close freely. Turn 
the handle clockwise and grip is applied. There is no trigger to operate which 
can become stiff or trap the fingers and this quick release vice can be operated 
with equal facility by left or right handed users. 

The only maintenance, apart from keeping the screw and guides free of dust, is 
an occasional drop of oil through the clutch housing lubricator. Vice cheeks are 
mounted by countersunk " Whit, setscrews entered from inside the jaws. 
All vital operating parts are case-hardened against wear and the quick release 
half nut is unbreakable and detachable. 

The Woden Technical Vice will give a lifetime of trouble-free service and will be 
the pride of your workshop. 


Size 

Jaw Width 

Opening 

Price 

A 120 

T 

8' 

75/- 

A 122 

9' 

13' 

100/- 
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MECHANICS* VICES 
NO. I86B 


The Mechanics Vice is the most over¬ 
worked tool in the kit and the one 
subject to the greatest variety of 
strains. If it is well made it will 
nevertheless last a lifetime. 


The castings of the 186B Mechanics Vice are produced in the Woden Foundry 
under laboratory controlled conditions. The stove-enamelled finish is a lasting 
protection against rust. The separate jaw steels are hardened and the nut is 
unbreakable and detachable. 


The usefulness of a vice increasesjn proportion to its capacity. Since it is a tool 
which has so long a life, it is wise to buy the largest size one can afford. Nos. 00 
and 0 are favourites with model makers. Nos. 1 and 2 are excellent for general 
household needs. Nos. 3 and 4 are substantial workshop tools, while Nos. 5 and 6 
are heavy industrial vices. 

FIBRE JAWS. A pair of fibre jaws are well worth buying. They slip over the 
steel jaws to prevent marking soft metals or plastics. 

Maintenance of the Woden 186B is the matter of a minute. Simply unscrew the 
vice and the slide will come away. Clean the nut and screw, with an old brush, 
lightly oil and replace. 


SWIVEL BASES 

All sizes can be supplied fitted with a swivel base permitting the vice 
to be swivelled round a 360° circle. This has many advantages particularly 
when working in a restricted space since the vice can be swivelled to the 
most convenient working position. 
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MECHANICS 9 VICES 



ANVIL TUBE GRIPS 


THE TITAN VICE No. X260 




WODEN DRILLING 
MACHINE VICE No. X251 

This is a new tool specially 
designed for the owners of 
electric drill outfits in need of 
a vice to clamp on to the drill 
stand. 

The moving jaw has tv^ 
horizontal grooves to accom¬ 
modate rods and tubes, while the 
vertical V-slot in the fixed jaw 
permits the gripping of irregular 
work and affords a useful location 
for accurate repetition operations. 

WIDTH OF JAWS .... 2*' 
OPENING . 2\” 

PRICE 22/6 
FIBRE JAWS 4/6 


Here is a low-priced versatile 
mechanics vice which is always 
ready for work. 

It will clamp to a board or table 
If" thick and is ideal for domestic 
homecrafts, model making, and 
household duty. 

The tube grips, pipe benders and 
anvil incorporated in the design 
make it an invaluable accessory to 
the car-owner. 

The handle, screws and guide 
rods are chromium plated. 


PIPE BENDER 

THE TITAN 
3' JAWS 
PRICE 26/9 
FIBRE JAWS TO FIT PRICE 
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PLANES 


At first sight the wide variety of planes 
offered by the Tool Dealer is confusing. 
Basically the plane is a cutting tool. Its 
primary use is to reduce timber to the 
required shape and size and then to bring 
the surface to a smooth finish preparatory to 
painting or polishing. 

Although timber may be bought ready 
planed from the merchant, it must still be 
planed by hand to remove the ripples left by 
the circular cutter of the planing machine, 
otherwise the painted or polished finish will 
reveal them as blemishes. 



WODEN W4 

Length 9*, Cutter 2' 
PRICE 37/6 


W4f 

Length 10*, Cutter 2{' 
PRICE 44/- 



BLOCK PLANES 

who 

Length 7', Cutter If' 

PRICE 15/- 


W130 DOUBLE ENDED WITH TWO 
ALTERNATIVE CUTTER POSITIONS. 

Length 8', Cutter If' 

PRICE 18/3 


The first requirement of the woodworker is 
therefore an adjustable smoothing plane and 
he can do no better than to select the 
Woden W.4. With this tool he can reduce 
timber to the required thickness, produce a 
true and square job and develop a smooth, 
clean surface to the finished work. 

Next will come the W.110 Block Plane. The 
main purpose of this tool is to follow the 
saw and true up the end grain. It is invalu¬ 
able for cleaning up joints after glueing and 
because of its general usefulness this handy 
little plane usually becomes a maid-of-all- 
work. 
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PLANES 



The W.78 makes it possible to cut accurate 
rebates quickly and easily, work which could 
otherwise only be produced tediously with 
mallet and chisel. The construction of glazed 
sashes, greenhouse framing, and doors where 
panels are fitted into rebated frames, demands 
the W.78. The inclusion of this plane in the 
tool kit greatly widens the creative scope of 
the owner. This Woden model is fitted with a 
full length fence for greater accuracy and a 
forward handle which enables it to be used as a 
smoothing plane. 



NEAR-SIDE VIEW SHOWING 
TWO SUPPORTING RAILS AND 
FULL LENGTH FENCE 

THE W78 PRICE 35/6 


The detailed instruction leaflet supplied with the W.78 helps the user to develop 
its full use without difficulty. 



OFF-SIDE VIEW SHOWING 
DEPTH GAUGE & DISC INCISING 
CUTTER 


Larger bench planes, of which the Woden 
W.5£ Jack Plane illustrated is an example, 
are developments of the traditional wood¬ 
workers’ Jack and Try Planes. The Jack 
Plane gets its name from “Jack-of-all-Trades” 
—it was the first plane to be picked up for 
the preliminary trueing-up of timber straight 
from the saw. 


The W.6 and W.7 Fore and Jointer 
Planes are used for trueing up the 
edges of boards before jointing e.g. in 
the construction of a table top. The 
purpose of the greater length of 
these planes is to facilitate planing a 
straight edge over a long length. 

Woden Planes are precision built 
tools capable of producing the most 
accurate work. The sole and sides are 
precision ground; the cutters are of 
crucible cast Sheffield Steel, in¬ 
dividually tested for the correct 
degree of hardness and each plane is 
critically inspected before leaving the 
factory. 



PRICE 


W5 Length 14' Cutter 2' .... 47/- 
W5* „ 15' „ 2§' .... 53/6 

FORE AND JOINTER 

W6 Length 18* Cutter 2|' .... 58/6 
W7 „ 22' „ 2f' 69/6 
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JOINERS 9 CRAMPS 




These Deacon Patent Cramps have been selected by the Council of Industrial 
Design for display in the Design Centre, London. 

A pair of Steel Sash Cramps is equipment essential to the proper construction 
of all jointed and glued assemblies. Glued joints may be pulled up tightly until 
they are set and frames can be assembled square and true. 

Sash Cramps have many additional uses, for example, the pulling up of sagging 
doors and window frames. 


Choose according to the “Take-in” size which is 6 " 
less than the bar length: a 42 " bar will cramp a 
36" frame. 

Some workers equip themselves with short cramps 
for general use and a pair of lengthening bars 
which are slipped on for the occasional larger job. 


DEACON PATENT TAIL SLIDE 



The Deacon Patent Tail Slide fitted to Woden 
No. 114 and 115 Bar Cramps is a great improve¬ 
ment on the old fashioned peg and chain method 
of retaining the slide. The Deacon Slide is push-button operated, giving 
quick-action adjustment. It has a positive lock so that the slide is always 
captive to the bar and remains in the selected position. 


TOOL 

BAR 

SECTION 

BAR LENGTH AND PRICE 

ir 

3cr 

36' 

42' 

48' 

54' 

60' 

No. 114 SASH CRAMP .... 

Ifxf 

32/6 

33/3 

34/- 

34/9 

35/6 

- 

— 

LENGTHENING BAR 

ir xf 

19/6 

20/3 

21/- 

21/9 

22/6 

- 

- 

No. 115 SASH CRAMP .... 

u'xr 

37/- 

38/6 

40/- 

41/6 

43/- 

44/6 

46/- 

LENGTHENING BAR 

ifxr 

23/- 

24/6 

26/- 

27/6 

29/- 

— 

— 
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JOINERS 9 CRAMPS 



No. 233 CRAMP HEADS 


This tool is a “money-saver” enabling 
the user to make his own sash 
cramps. 

The cramp heads should be fitted to a 
three or four foot length of 2 ff x T 
timber which has been drilled on the 
2" face with holes at suitable 
intervals. 



No. 233. PRICE 13/9 



No. 126 G-CRAMPS 

A pair of good G-Cramps is worth 
an extra pair of hands and properly 
used they will last a lifetime. 

Woden G-Cramps are ribbed for 
extra strength and are virtually 
unbreakable. The swivel shoes 
adapt themselves to any angle of 
grip and the square cut thread of 
the steel screw can sustain great 
pressure. 

Popular sizes are from 2" to 6*. 

For general workshop use, one A" 
and one 6" will prove a lasting 
investment. 


No. C.800 CORNER CRAMP 


This useful tool simplifies Picture Frame 
assembly and the glueing of right-angled joints. 
The design is such that the joint is always 
accessible and can be pinned while under 
cramping pressure. It is possible therefore, 
when assembling a frame, to glue and pin each 
successive joint with a single cramp without 
waiting for the glue to set, the pins holding 
the joints together after assembly. 


C800. PRICE 15/9 


Mounting holes are provided in the cramp. It is a good idea to screw the cramp 
permanently to a wooden base which can then be held in the woodworkers 
vice when required for use. 


The C.800 will cramp work up to 2" thick. A larger pattern, the C.801 which 
costs 37/6, has a capacity of 4J". 
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BENCH TOOLS 



PRICE 6/- 

mechanics vice at the 


The usual layout of a working bench is to fit the 
woodworkers vice just inside the left leg with a 
other end of the bench. 


No. 215 BENCH STOP 


A bench stop recessed into the bench-top to the 
left of the woodworking vice is a useful fitting, particularly when planing battens 
and boards in the length. 

The Woden No. 215 is made of soft zinc alloy 
to prevent damage to working tools and is easily raised or lowered by the turn of 
a screw. 


No. X.110 BENCH HOLDFAST 



This modern version of a traditional Wood Carver’s 
Tool overcomes the woodworker’s greatest difficulty. 
It holds the work flat to the bench top in a vice-like 
grip so that both hands are free and tools can be used 
without interference. 


PRICE 24/- 

SPARE COLLAR 
No. H99 
PRICE 3/9 


The Holdfast operates in a collar fitted to the bench 
top and may be removed when not in use, leaving the bench free of obstruction. 
It will grip timber up to (thick and operates over a complete circle with a 
radius of 5J". 


Spare collars can be purchased so that by fitting one to the sawbench the holdfast 
can be used to grip wood when sawing, in addition to its use at the bench. 

It is a simple operation to fit the collar and detailed instructions are supplied on 
the box with each tool. 
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THE WODEN 


fey n ecsaw) 


2 00 


Price 50/- 
Complete 



If you have a electric power drill, the Quiksaw will take the 
hard labour out of sawing. It is brought into action immediately by 
fitting the driving spindle into the chuck as you would a drill; there 
is no need to remove the drill chuck. 

A depth gauge and adjustable fence are fitted which increase the use¬ 
fulness of the saw to include grooving and rebating as well as cross¬ 
cutting and rip sawing. 

The 5" diameter combination saw blade gives a fast clean cut in 
both soft and hard woods and the illustrated Instruction Leaflet 
supplied with each Quiksaw gives full 1 details of its use and scope. 
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THE 

WODEN PUSHPIN 


Pushpin No. 1 is the 
popular handyman size 
which will handle panel 
and veneer pins up to 1J" 
long and in gauges up to 
No. 17. 


Price 5/3 


The Pushpin is a tool which comes into 
its own whenever panel or veneer pins 
are being used. These pins can be pushed 
home quickly and silently, without the 
need of a hammer, in plywood, hard- 
board, soft or hard wood. 


Pushpin No. 2 is a larger 
size which will take pins up 
to 1 ¥ long. The internal 
diameter of the barrel is 
.16" and this size will accept 
pins of heavier gauge. 

Price!*/- 


rri AS BAST AS 7H(S :- 


!• Drop che pin, head 
first, into the spring- 
operated barrel of the 
Push-.Pin. A powerful 
magnet holds the pin 
there. 


2. Place che Push-Pin 
against the work. Push 
the handle firmly and 
steadily. 



3. Relax pressure. The 
pin driven right home 
— and you're ready 
for the next one! 


The pins go home, just where they are 
wanted without bending. Small veneer 
pins, difficult to hit with a hammer, are 
handled with extreme simplicity. 

The Pushpin has many uses—model-making and toy repairs, mounting plywood 
or hardboard panels, laying parquet floors, and assembly work of all kinds. The 
Woden Pushpin is the sort of tool which, once in your toolkit, is always looking 
for work. 


WODEN TOOLS LTD., WODEN WORKS, WEDNESBURY 

TELEPHONE: JAMES BRIDGE 3166 
LONDON OFFICE: 

BUSH LANE HOUSE, CANNON ST., LONDON, E.C.4 

TELEPHONE: MANSION HOUSE 9016 

The prices quoted in this catalogue are applicable to sales in Great Britain only 
and are subject to alteration without notice. 


Printed in England by Joseph Wones Ltd., West Bromwich 














